
1. WALL TYPE 'A' :

2. WALL TYPE 'B':

3. WALL TYPE 'C':

4. WALL TYPE 'D':

5. WALL TYPE  'E' :

6. WALL TYPE `F`

7. WALL TYPE G

8. WALL TYPE  H

9. WALL TYPE  J

10. WALL TYPE K

11     WALL TYPE L

12     WALL TYPE M

Dwelling front gardens: 900mm high wall constructed as follows . Wall lower section 215mm deep concrete block
wall 450mm high with smooth render finish on both sides with feathered edge pre-cast precast concrete capping.
Wall top section finished with a 450mm high railing of Flat bar outer frame with flat infill uprights. Allow for
galvanized with powder coated finish. All to structural engineers details .

Between central block H Front gardens and as indicated on site plan .1575 mm high wall constructed as follows .
Wall lower section 215mm deep concrete block wall 1125mm high with smooth render finish on both sides with
feathered edge pre-cast precast concrete capping. Wall top section finished constructed with a 450mm high railing
of Flat bar outer frame with flat infill uprights. Allow for galvanized with powder coated finish.
All to structural engineers details.

2000mm high 215mm concrete block on flat wall with smooth render both sides including
piers as per structural engineers details.
Feathered edge wall capping to wall and piers. Wall/foundations to engineers detail and specification.

Bin Stores : 1515mm high enclosure constructed with 215mm concrete block on flat wall with smooth
render finish to both sides, Including  feathered concrete capping.
Gates-T&g grey plastoc composite boards fixed to galvanised steel frame. Colour to be selected.
Proprietary Galvanised MS Grating with upstand  to perimeter. Structural  Engineers design and specification.

Proposed new 1230mm paladin panel fence and steel post system placed between footpath and river bank, final
position to be agreed with council. Fence to incorporate access points through fencing system for mammal access
between the scheme lands and river bank. Fence to include pedestrian and double service gates, position to be
agreed with council.

Proprietary precast Concrete 'h' posts at 1850mm centers. Overall height of wall to be 1800mm.  Infill wall panel constructed
from Lower section of 3x 300mm high plain precast concrete panel with timber planks above (50mm thick x 300mm x 1800mm.)

2000mm high 215mm concrete block on flat wall with smooth rendered on public side of wall.
Piers as per structural engineers details.
Feathered edge wall capping to wall and piers. Wall/foundations to engineers detail and specification.

Wall Type Legend

Existing Boundary wall retained.

Proposed selected new 1235mm fence line SIMILAR TO Wall Type E
Final position to be agreed with council. Fence to incorporate access gated to adjoining property
Fence to include through fencing system access for mammal access between the scheme lands and ditch line

Retaining wall as per Engineers Design and Detail to engineers specified height. Additionally, above ground line
2000mm high 215mm concrete block on flat wall with smooth render both sides including
piers as per structural engineers details.
Feathered edge wall capping to wall and piers. Wall/foundations to engineers detail and specification.

1800mm high 215mm concrete block on flat wall with smooth rendered on public side of wall.  Piers and foundations
as per structural engineers details.   Feathered edge wall capping to wall and piers. Wall/foundations to engineers
detail and specification.

Meter box wall: 1800mm high x 1150mm wide x 250mm deep. Finished with a smooth render. Feathered edge
wall capping. foundations to engineers detail and specification. Meter box installed as per ESB specifications.

Double Gate / Fence  Specification

G01 All Foundation to engineers detail and specification

G02 2x heavy galvanised duty drop bolts (for double gates)
1x heavy galvanised duty drop bolts (for single gates)

G03 Heavy duty galvanised steel gate bolt

G04 Ground Line

G05 2X Galvanised Lock plate placed on gates (for double gates)
1X Galvanised Lock plate placed on gates (for single gates)

G06 80x 80mm SHS Post as per manufacturers detail and specification.
All galvanised
(PPC Ral Colour TBC)
All structures to Engineers detail and specication

G07 1230mm high fence panel. (Paladin fencing
2500mm Wide panels @  2540mm C/C
Minimum Mesh size: 50 x 200 mm, (folds 100 x 50mm )
Wire diameter 5mm
All to be designed by fence manufacturer.
All galvanised. Installed as per manufactures detail and specification.
(PPC Ral tbc)

G08     Gate Paladin fence to match fencing type and modified to fit gate
frame. Gate Frame framing RHS steel sections to engineers 
detail and specification

G09 SHS Steel posts to engineers detail and specification

Fence design/ installation  (Wire panel, Steel  posts ,fixings etc)
as per manufactures detail and specification.
Foundation to engineers detail and specification
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Double Gate / Fence  Specification

G01 All Foundation to engineers detail and specification

G02 2x heavy galvanised duty drop bolts

G03 Heavy duty galvanised steel gate bolt

G04 Ground Line

G05 2X Galvanised Lock plate placed on gates

G06 80x 80mm SHS Post as per manufacturers detail and specification.
All galvanised
(PPC Ral Colour TBC)
All structures to Engineers detail and specication

G07 1230mm high fence panel. (Paladin fencing
2500mm Wide panels @  2540mm C/C
Minimum Mesh size: 50 x 200 mm, (folds 100 x 50mm )
Wire diameter 5mm
All to be designed by fence manufacturer.
All galvanised. Installed as per manufactures detail and specification.
(PPC Ral tbc)

G08    Gate Paladin fence to match fencing type and modified to fit gate
frame. Gate Frame framing RHS steel sections to engineers 
detail and specification

G09 SHS Steel posts to engineers detail and specification

Fence design/ installation  (Wire panel, Steel  posts ,fixings etc)
as per manufactures detail and specification.
Foundation to engineers detail and specification
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